


Cell Type Mono PERC 182x83mm

No.of Cells 6x11x2

Dimensions 2094x1134x35mm

Weight 26.3kg

Front Glass
3.2mm, Anti-Reflection, coating,  High Transmission, Low Iron, 

Tempered Glass

Frame Anodized Aluminium Alloy

J-Box IP68 rated

Output Cables
TUV 1x4.0mm 2, Length 300+/400- (mm) length can be 

costomized

Operatoinal Temperature 40~+85°Ϲ

Maximum System Voltage 1000/1500VDC (IEC)

Max Series Fuse Rating 25A

NMOT (Nominal Module Operating Temperature) 45°Ϲ(±2°Ϲ)

Temperature Coefficient of PMAX 0.35%/°Ϲ

Temperature Coefficient of Voc 0.275%/°Ϲ

Temperature Coefficient of Isc 0.045%/°Ϲ

12 Years Product Workmanship Warranty

25 Years Power Warranty

Modules per pallet 31pcs

Modules per 40HQ container 682pcs

Module Type

STC NOCT STC NOCT STC NOCT STC NOCT STC NOCT

Maximum Power(Pmax) 485Wp 367Wp 490Wp 370Wp 495Wp 374Wp 500Wp 378Wp 505Wp 382Wp

Maximum Power Voltage(Vmp) 37.81V 35.67V 37.99V 35.76V 38.17V 35.84V 38.35V 35.93V 38.53V 36.02V

Maximum Power Current(lmp) 12.83A 10.28A 12.90A 10.36A 12.97A 10.44A 13.04A 10.52A 13.11A 10.60A

Open-circuit Voltage(Voc) 45.20V 42.30V 45.33V 42.43V 45.46V 42.58V 45.59V 42.72V 45.72V 42.86V

Short-circuit Current(lsc) 13.72A 11.06A 13.79A 11.13A 13.86A 11.20A 13.93A 11.27A 14.00A 11.34A

Module Efficiency STC(%)

NPV132-485M/MB-8 NPV132-490M/MB-8 NPV132-495M/MB-8 NPV132-500M/MB-8 NPV132-505M/MB-8

20.40% 20.60% 20.80% 21.10% 21.30%
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